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UTR-30EU is a ruEgediy constructed PA amplifier incorporating high tech design and
circuitry ensuring absolute reliability and unfailing performance.

FEATURES

r Operation on 3 power sources - AC Mains, DC 12V Car Battery
& DC 12V Dry Cells (8x1.5V UM-1).

e 3 Mic lnputs matchable to all low impedance microphones.

u Aux lnput for connecting to any Cassette Player / Mixer. A.ux lnput is alternate to Mic-3 lnput.

a 'Low Battery lndicator LED.

q Protection against wrong battery polarity provided.

. ThanK you fqr purchasing the AH UJA Portable PAAmplifier

o Please read this manual thoroughly before making connections and turning on the power. Following the instructions
in this manual will enable you to obtain optimum performance from your new SElrlTONl PAAmplifier.

. Please relain this manual for future reference.
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FRONT & REAR PANEL CONTROLS &FEATURES
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Iut iC-2 ltr:. ir ms Contirl
tdlc-3 / AUX Vcl'.rrrre Coirtiol
to:iC-S J AUX S*iecrlor Switclr

TON€ Control
For adjtisting the overaii tonal quaiity cf the
programme.

BATTf;RY S"qVfR Switch
Y/hen switched to'Oirl' position:
' Reduces unwanted low freclr;encies which cause

howling.. Also reduces Dry Baitery consurnption.

Llit''" EiAl-t ON ,OFF Swllcl"r
fhis switch is pr"ovicied for the operaling the
amplifier on Dry Battery. This must be switched
'OFF' when the amplifier is ope;"ating on AC or 12V
Car Battery.

BAT?. LOW l:rclicator LED
Thrs indicatcr LED giows when Dry Battery Cells
have become weak. The UM-1 cells now need
replacement.

silx-5*DX

FO'd'Eq LED
This LED giows uner: the ernpliiier 1s srv,tched'Oli'.

POWER $witch

tfriC-3 tnput Jack Socket

MIC-Z lnput Jack Sock*t

M!C-l lnpr*t Jack Sockat

3 Core AC fdains Cable With Plug

EARTH Ternninal

tsAfTERY Terminal $trip
Fci'connecting a 12V Ca;'Battery as siendby power
source.

AO fltaiiis Fus* Rating 1Ami, i50v
SPEAKER Termlnal $trip {4, I and't6O}
For connecting low irnpedance speakers.

AUX lnpirt Jack Socket
For accepling an unbalanced signai fi'om an
auxiiiary source like a Tuner, Casselte Playel
CD Player, Echo or Audio Mixer etc.
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SPEAKER CONNECTIONS
Speaker irnpedance taps of 4. 8 and 16Q have been provided at rhe rear. Always use 23/36 or thicket speaker cable to
reduce power loss in the cables. lr4ake oroper rratching speaker conneclion as explained below.

e Connecting one speaker / driver unit of 't6Q e Connecting two Spaakers I Driver urrits of 16Q
impedance to properly matclred terrninals impedance in parallel

L?

iDt I

L1

Jb, fiffiss*gmm

AiwaysconnectL2 l(-iof driverunit/speakertocommonof theoutputtern:inal stripaf theamplifierandconnectLl /(+)
tothe4fii 8Q/ l6fltapof thestrip.
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OPERATION OF AMPLIFIER

Sn*iaticrn c,,-; AC ;\lain l.
r Sr:t al! \{-.'urrrs Cf,rl',_,1:t l:!'l:'l1;stt,,tr,
r 1',nC! ll : rl.i; 8Ati..*:;.i.n,:lt_i.; ;ri "|!:l: f(]Srlii-rr:
r Cr:n'-r'.1. ifrE sfiea\ers ;,rr';,J re{ulrgd irpr_lis io the arrplifie..
r F ii,g- r ':lo.{C r,r:.!!er .irJ!'y '-2t': t, tle nrlarest AC Mairs Socket and pr.rt tn{" toi.yni. s,riitch to'ON,position
t li *; :',:;i :P.J Si.;. :3 Si?* v^l9rjr,,i;1r1

1 i.,;r111.1,: . :" i.];tCV li: 0i,er8l;r.
a ,4.,,r....1 "r','a:', iilirrrq lr;i iiire ttltroig to lhe rlcsried levels

Cperatiom on JeV Car Batteqy
r Ccnnrc: iii" s?sitkq!-.:r and raqui;-ed i$puts lo lle
r Cr:nn?ui grsiiivs !.)r€.t:i ih* baltery to rie $crc,n

strr:* il.lr"it*i fiili\iitt '-'
oi ihe 3attery st,-if. m0r'i{eE '.!'aiai tf:r nrE;ltl,,e pole to the

r , -., : '--: ,"'::r .':a'i ., i...,r ,.-r -,.r., i.j:..:'lr t..-,t c,.f r Check the batlery* pOlaltl,u.
f 'l'ite ?,.r: ,:'' ,- ' ''.. ,rrriii j; ': ai!G j:lt,t,:1

r T:r:wil;f; cflthe irr-'r:;:1i{,1r'111 rlar Batt*ry cpei'rt'cr}. cJrsconnect supply lo batter} i.€,rrnirrais ffi. lne;.eai..

BATTERY INSERTION

a.rrrplifier

irrrininal

:

o The

Qaution
equinrnent musl be ea(hed oioperly

!-nust be t:cnnected tc either water pipe or
before operating it to avoirj eiectric shock. Awire from the Earth Tenninal
to electrical earth forsafe opei-ation.

Operati*n oi? 'i2V Dry *etls {2x8x1"SV UM.1 Celts)
r Tur.r lht enrplifier urpsid* down and rs.tnove the base plate.
r The Cr,; cuii sectlcn ha* trvn sgts of csll trays - grey and white.
r itrsert I or '1 6 nes Ul4' i cells in correct polarity as indicated on the cell treys aild r€-fix the base plafe tighlly.r Aitc. co,:i:p.t,39 rnilut{ and speakqrs, siide the DrV Battery Switch tc ,ON, positicrr. The piiot LED should glow.r ,ain:Dl;l'9i :c; rrcr.& i*ad.r, i.lr oileration
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"a';li?t 

i:'\n-:-.t'.8:ii1t;lu i*r-l) ql,;ws'( Jng!!6'.Jr,c tllet tire ury Cells aie tveak alid fiesd to be replaced"
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SAFETY INSTRUCTIONS

r Y{ater and l!'loisture:
ln order to prevent any flre or shock hazard, do not

exposs this equipment to rain or moisture.

s Polrver Source:
The equipment should be connected to a 230V 50Hz

AC or 12V DC Power source.

r Power-cord Protection:
Do not cut, kink, damage or modify the power suppiy
cord supplied with the equiprnent. Keep the power

supply cord away from heaters & harmful chemicals'
Oo not place heavy objects on the power cord'

r Operation on Generator:
When operating the amplifier on a generator, make

sure it is switched 'OFF' t:ll the generator voitage has

stabilized and then only switch the powered speaker
'oN'.

r Ventilation:
The amplifier should be situated so that its location or
positior ,Joes not interfere with its proper ventilation'
nlso do nct insert or drop anything into the ventilation
holes.

$rtcii:itATiOr{s

r Protection A,gainst Shocks:
Do not plug in or remove the power supply plug with

lvet hands so as to avoid electric shock.

r Prevention of Loss in Speaker Cables:
Always use thick cables for speaker connections'
Use of cable type 23136 or thicker is recornmended

for connecting low impedance speakers to avoid

power loss in the cables, as heavy current flows

through the cables.

r Grounding or Earthing:
The equipmenl must be earthed properly before

operating it to avold electric shock. A wire from the

Earth Teiminal must be connected to either water
pipe or to electrical earth for safe operation'

r Replacing AC / DC Fuse:
The fuse ihould be replaced with another of the

specified rating onlY.

r Exposure to Hot Region:
Do not touch the Heat Sink (Rear Panel) while the

amplifiei is in oPeration.

35 Watis Rtu1S l''iax.

25 Warls RMS at 10% THD
Power 0utPut

3 x Mlc 1.0inV / 1Okn

1 x Aux 50mV l250kA
lnpcrts / Sensitivities

'150llz-10,C00H2 r3CBFrequency ResPonse
-15d8 at lCrkHzTqne Cortrols
60dBto Noise Ratio
4A, 8n & 16nSpeaker 0
AC: 230V 50Hz

DC:12-14Y (Car Battery)

wo Banks of 8x1.5V Uil/-1 Cells each)DC: 12V Dry Cells (T'

Power Source

AC: 80VA

DC: 1.2A

\rV250 x H115 x D270 mnt

Power ConsumPtion

Dimen*ions
4.3k9 approx. (w/o dry cells)Vfeight


